
Ironflag
IRONFLAG LG230 20M

Versatile escape sign luminaire with aluminium body and PMMA screen.

Control system CTS-LG230

Order code 17890 EAN 8002219869418

Technical specifications

Supply voltage type AC/DC

Nominal voltage (AC) 230 Vac

Absorbed SE (max) 2.6 W

Control system CTS-LG230

Power SA 6.1 VA

Ambient temperature (min) -20 °C

Ambient temperature (max) 40 °C

Insulation class I

CCT light tone 4000 K

LED number 24

Photobiological risk RG0

CRI color rendering >80

Operation mode NM/M

Frequency (max) 60 Hz

Frequency (min) 50 Hz

Glow wire strength 850 °C - 30s.

Inrush current 6 A

Inrush time 0.2

Mounting
Wall, Bracket, Ceiling, Recessed, False
Ceiling Recessed, Suspension,
Surface/Suspended

Nominal voltage (DC) 216 Vdc

Pictogram included Yes

Visibility distance 20 m

Voltage supply range (DC) 176÷276 VDC

Voltage supply range (max) 254 V

Voltage supply range (min) 198 V

Installation and applications

Environment Offices

Application
Offices, Safety Sign, Public Areas,
Shops

Mechanical specifications

Height 45 mm

Length 230 mm

Width 160 mm

Weight 0.5 Kg

Body material Aluminium extrusion

Colour housing Aluminium

Protection grade IP IP42

IK05

14.11.2025, 09:17 Beghelli - Ironflag 17890

https://www.beghelli.it/en/products/view-document/emergency-lighting/exit-signs/ironflag/17890 1/2



Protection grade IK IK05

Certifications and norms

UK SI 2021 No. 1095, EN 62471:2008, EN
IEC 60598-1:2021, EN 60598-2-2:2012,
EN 60598-2-22:2014 + AC:2015 +
AC:2016-05 + AC:2016-09 + A1:2020, EN
IEC 63000:2018, EN 62493:2010, EN
61000-3-3:2013, REG. 2019/2020(EU), EN
IEC 55015:2019 + A11:2020

Accessories

4662
SCHERMO UP IRON/EXIT 20M

19880
INCASSO 20M
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