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Control system CTS-LG230
Order code 31112
Technical specifications
Supply voltage type
Nominal voltage (AC)
Absorbed SE (max)

Control system

Power SA

Ambient temperature (min)
Ambient temperature (max)
Insulation class

CCT light tone

LED number

Out current (Qty max)
Photobiological risk

Atex

Atex dust

Atex gas

Colour trim

CRI color rendering
Operation mode

Equivalent power

Flux SA

Flux SE

Frequency (max)

Frequency (min)

Glow wire strength

Inrush current

Inrush time

Lens efficiency
Mounting

Nominal voltage (DC)
Voltage supply range (DC)
Voltage supply range (max)
Voltage supply range (min)

Installation and applications

Environment

Application

Mechanical specifications

Beghelli - Lungalargaluce Extreme 31112

Lungalargaluce Extreme

Beghell

IDEAS FULL OF LIFE

L.LARGA EXTREME LGS230 LS-UV

EAN 8002219746375

AC/DC
230 Vac
1M1.2W
CTS-LG230
241VA
-20 °C

40 °C

I

4000 K

700

RG1

Yes

22

2

Grey

>70

NM/M
36WGL
1400 Im
1400 Im

60 Hz

50 Hz

960 °C - 30s.
5A

0.05

82%, 89%, 89%, 88%, 92%

Wall, Ceiling, Recessed, False Ceiling
Recessed, Suspension,
Surface/Suspended

216 Vdc
176+276 VDC
254V

198V

Secondary Areas

Industrial Areas, ATEX ZONE 02/22,
Production
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https://lwww.beghelli.it’en/products/view-document/emergency-lighting/spot-light/lungalargaluce-extreme/31112
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Height
Length
Width
Weight
Cutout length
Body material
Colour housing
Lens material
Protection grade IP

Protection grade IK

Certifications and norms

UK SI 2021 No. 1095, EN 62471:2008, EN
IEC 60598-1:2021, EN 60598-2-2:2012,
EN IEC 60079-0:2018 + AC:2020-02, EN
60598-2-22:2014 + AC:2015 + AC:2016-
05 + AC:2016-09 + A1:2020, EN IEC
63000:2018, EN IEC 60079-15:2019, EN
62493:2010, EN 61000-3-3:2013

Accessories

15043

https://lwww.beghelli.it’en/products/view-document/emergency-lighting/spot-light/lungalargaluce-extreme/31112

57 mm

183 mm

179 mm

0.9 Kg

170 mm

Die-cast aluminium

Grey RAL 7040

Beghelli - Lungalargaluce Extreme 31112

cd/kim

Z

PMMA transparent thermoplastic

IP65
1K09

STAFFA ORIENTABILE LLL EX E A [é

15044
STAFFA INCASSO LLL EX
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