®
ZONE 1LED LIGHTING @

PROTECTA IV

Ex db eb LED Linear

MADE IN
BRITAIN

The Protecta IV LED linear delivers next generation LED efficiency and
photometric performance whilst maintaining the recognised benefits of
our globally tried and trusted enclosure.

Delivering up to 149 lumens per watt the Protecta IV is now at the
forefront of energy efficiency expected of a modern Zone 1 LED lighting
fixture. With expected useful life to 70% of the initial lumens (L70)

an impressive >200,000 hours at 60°C, coupled with a system life of
>125,000 hours at 25°C the Protecta IV truly delivers an effective long
term solution for Zone 1 lighting requirements.

TECEx| UK Mounting Options
& Ml B X e unting O
INMETRO Ceiling. Wall. Suspended. Pole.

International Approvals _

Standard Specification
Protecta IV Ex db eb LED Linear

Type of Protection

ATEX Classification

Certificate

Geartray

Entry
Termination

Installation

Control Gear

Optical Distribution

Colour Temperature (CCT)
Colour Rendering Index (Ra)

Maintenance
LED Lifetime @ 60°C Ambient
System Life @ Ambient

ii

Battery
Emergency Duration

Impact Protection
Ingress Protection
Surge Protection

Electrical Supply

Features

@ Highly Energy Efficient up to 149 Im/W @® >90,000 maintenance free hours at 60°C
@ Battery management and automatic self test @ Multiple beam distributions available

@ Front access cover with screwless mains terminals for easy termination

Product design and specifications are subject to change without notice. Please check the Chalmit website for latest specifications.
www.hubbell.com/chalmit



ZONE 1 LED LIGHTING

Std. Cat No. Delivered Output | Power Consumption Tclass T°C (Dust) Ambient °C Weight

PRAB/02L/LE 2616 Im 40 0 +60
PRAB/O5L/LE 5245 Im 40 0 +60
PRA4B/02L/LE/EM 2616 Im 18.5W -25 to +60

PRA4B/OS5L/LE/EM 5245 Im 38.5W -25 to +60

O ptions - Suffix to Catalogue No.

. Screwed connection terminal block
M25 cable entries /SC (Up to 6mm? conductors)
Looping both ends JEL Extra Il\(e tgrmmatlon facility (to mafcch emergency
circuit) [Non-Emergency version only]

Asymmetric along length optic /ASW Asymmetric along width optic

Order Code
 Pole mounting bracket ssembly Gé-42mm diameterpole) |
 Pole mounting bracket sssembly 49-52mm dismeterpoies ||
 Pole mounting bracket assombly (s8-62mm diametorpoleny | |
L
Fushmountedwallbracketassemly |
cong bracketassemey
L7 s . 7 |

Eyebolt mounting assembly

DIA 2ft 4ft

DIMA | 742mm | 1352mm
DIMB | 400mm | 700mm
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