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Curves – bending radius

Following bending radius can be realised:

In case more bending is necessary (e.g. 90° corners), there is a flexible “corner kit" available (constisting of 2 endcaps, 2 fixing brackets and a trans-
parent, flexible hose):

Wallmounting (on smooth and rough surface)

Topmounting

min. R 9 mbending direction

min. R 11.5 m

bending direction

min. R 21 m
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Article overview

Mounting bracket «smooth surface», item no. 861920 Mounting bracket «rockbolt», item no. 861924

Corner-Set «transparent», item no. 861962

feed-in: M25
length tube: 75 mm

Endcap «blind cover», item no. 861961

feed-in: M25
length tube: 170 mm

feed-in: M25

Endcap «cable gland M25», item no. 861960

Corner-Set «Agro conduit», item no. 861963

feed-in: M25

Cover profile Holder LED strip

Connector with cuff, item no. 861959

Carrier profile LED strip

3 m:	 item no. 861952
6 m:	 item no. 861258

consisting of: 

Item no. 861259 Item no. 861914

3 m:	 item no. 861951
6 m:	 item no. 861257

	62.5 m:	 item no. 861949
	 25 m:	 item no. 861956 
	 3 m:	 item no. 861957
	 1 m:	 item no. 861964
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LED strip, item no. 265152

LED strip connection set, item no. 265152

LED strips can be cut to adjust the lenght. After cutting, LED strips can be reconnected with the LED strip connection set. 

LED strip

The 48 VDC LED strip comes in 4 standard length: 62.5 m, 25 m, 3 m and 1 m. Each LED strip is equipped with IP67 connectors on both ends. The LED 
strip can be cut every 100 mm and be reconnected with the LED strip connection set.

Voltage:	 Input: 230 VAC / Output: 48 VDC
Segment length:	 125 m (2×62.5 m), max. 130 m
Colour temperature:	 4'000 K
Protection category:	 IP67
Protection class:	 III
Length:	 62.5 m (item no. 861949), 25 m (item no. 861956), 3 m (item no. 861957), 1 m (item no. 861964)
Width:	 12 mm
Cable length:	 150 mm + connector
Power/m:	 3 W/m
Distance of LED’s:	 8 mm
Cuttable segments:	 every 100 mm
Item no:	 62.5 m (861949), 25 m (861956), 3 m (861957), 1 m (861964)

8 mm

100 mm


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Power supply

The LED strip is connected to the power supply on both ends. Max. segment length is 130 m. In case of failure of one power supply, the segment will 
still be lit, but on a reduced level. 

Function:		  on / off 
Luminous flux @48VDC:	 200 - 250 lm (min 180 lm), depending on segment length
Segment length:		  max. 130 m (feeding from both sides)

1

LED driver, item no. 262391

	– LED driver for integration in existing cabinets
	– input voltage 230 VAC / 48 VDC
	– power 240 W
	– for DIN rail mounting
	– suitable for redundant operation
	– dimensions 116×125.2×40 mm

Power supply cabinet, item no. 861945

	– housing made of stainless steel (AISI 316)
	– 4 brackets for wall mounting
	– 2×LED driver 240 W (item no. 262391)
	– cable glands: 

3×M20 (cable ø 6-12 mm), 
2×M25 (cable ø 13-18 mm)

	– dimensions 200×300×135 mm

Power supply Power supply

For more details ask for the technical data sheets and electrical diagram.
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Exit door marking

Exit door marking, item no. 265271

Tailormade proposals are available on request.

Door marking kits are produced tailormade for the specific project. 
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Exit door marking

Control unit «Digital Input», item no. 861948

Stainless steel cabinet (AISI 316), with:
	– LED driver 240 V
	– Blinking relay 0.5 Hz
	– Dimensions: 200×300×135 mm
	– Cable glands:	 4×M20 (cable Ø 6-12 mm)

	 2×M25 (cable Ø 13-18 mm)

Function:
	– normal situation:	 constantly lit, 235 lm
	– in case of incident:	 blinking with 0.5 Hz, 470 lm

Control unit «DALI2», item no. 861946

Stainless steel cabinet (AISI 316), with:
	– LED driver 240 V DALI2
	– Blinking relay 0.5 Hz
	– Dimensions: 200×300×135 mm
	– Cable glands:	 4×M20 (cable Ø 6-12 mm)

	 2×M25 (cable Ø 13-18 mm)

Function:
	– normal situation:	 constantly lit, 235 lm 
	– in case of incident:	 blinking with 0.5 Hz, 470 lm
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Electrical

Voltage:		  Input: 230 VAC / Output: 48 VDC
Protection class:	 III
Power / m:		  3 W / m

Lighting data

Green (exit door frame):
Colour temperature:	 green, 520 nm
Light output LED:	 120°
Luminous flux @48VDC:	 max. 470 lm
Lifetime:		  100'000 h L80
Dimming:		  yes (PWM), feeding from one side only
Function:		  –	 normal situation:	 constantly lit, 235 lm
 		  –	 in case of incident:	 blinking with 0.5 z, 470 lm

For more details ask for the technical data sheets and electrical diagram.
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